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Cag Profiler Manual  

Operating Instructions  
Before operating this unit, please read this 
manual thoroughly, and retain it for future 

use. 
 

Owners Record  
The serial number is located on the rear of 

the machine besides the main power 
switch. Record  this number in the space 

provided below and refer to it when calling 
your Cag dealer for service related issues. 

Serial No. 
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Contact Info...  

 
 

Cag One Skate Sharpeners Inc.  
14 Mary St. Unit D  
Havelock, Ontario  

K0L 1Z0 
Canada 

 
 

 

www.cagone.com 

Phone :705-778-5500 
Toll free :888-884-4787 

Fax:705-778-5553 
      E-mail: info@cagone.com   

Teflone Publications  MMIX  

Craig Forsythe  
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Smaller ROH  

More Sharpness 

Aggressive Turns + 

Increased Stability 

Less Glide and more 

Friction 

Larger ROH 

Less Sharp 

Better Glide and Reduced 

Friction with Ice 

Contact Cag One for all your Pro Shop Supplies. 

     

 

 

 

 

 

Above is an example of four different sized radiusôs that we may use to 
dress the grinding wheel before sharpening. Note that the largest radius 
(circle) creates a flatter or shallower hollow between the two edges. As 
the circle radius becomes smaller the radius between the two edges   
becomes deeper creating a more aggressive bite angle. It is important to 
remember that if you Profile a long flat onto skate blades then you may 
want to sharpen using a larger ROH. A small ROH combined with a long 
flat would create a train track effect and reduce lateral movement due to 
sharp thin edges. A shallower hollow (Larger ROH) would still allow for 
sufficient grip because of a longer blade contact as well as giving the ben-
efit of reduced drag and friction. 

I ñ ROH 3/4ò ROH  1/2ò ROH 

General  Conversion table for various Radius 

of Hollow (ROH) measurements.  

Shallow  
Hollow  

Deep 
Hollow  

      US   Metric(mm)  

1ò 
7/8ò 
3/4ò 
5/8ò 
1/2ò 
3/8ò 

25.4 
22.22 
19.05 
15.87 
12.7 
9.52 

 

3/8ò ROH 

ROH ( Radius Of Hollow ) 

1/2ò ROH 

Blade Width  

Bite Angle  

Blade Center  
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 The premise of this manual is to provide the operator with a basic operational 

knowledge of the Cag Profiler as well giving the user an understanding of how we 

can elevate the power and stability of the players who use it.  

 

 Please refer to this manual often so as to utilize all the benefits afforded to the 

operator. You can also receive online video instruction by visiting www.cagone.com 

and clicking on the video button.   

 

 Although this Swedish machine was introduced to the North American market 

back in 1987 the concept of grinding a measured flat on skate blades continues to 

be the gold standard for increased stride energy and improved glide characteris-

tics. With extensive use in the National Hockey League as well as in many Europe-

an leagues the Profiler enjoys an enviable respect by both equipment  trainers and 

players alike. 

 

 As technology with regards to profiling and sharpening evolve, Cag One is com-

mitted to leading the way. It is the combination of precision, automation, simplicity 

and portability that give our machines its competitive edge. 

 

 If you presently own a Cag Profiler and/or Cag Speed sharpening unit congratula-

tions on your purchase. If you are considering purchasing a Cag unit  I welcome 

you to contact us for a more in depth discussion on all the benefits obtained with or 

units and to also provide references to our valued customers. 

 

 We are also a full pro shop supply center with accessories and tools needed to  

turn your shop into an efficient and professional establishment. Simply contact us 

to acquire a brochure with prices on all your needs from riveters to honing stones 

and everything in-between. Supplies for other makes of sharpening machines are 

also stalked in-house. 

Introduction  
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¶ It is strongly recommended that you wear both safety glasses and 

mask/filter before sharpening.  
                                                           

¶ Tuck skate laces into skate boot before operating machine. 

 
 

¶ Do not place any objects on top of the machine. 

 
 

¶ Do not operate machine in damp areas. 

¶ Do not operate machine in gaseous or explosive atmosphere. 

¶ Do not allow anyone other than a trained operator to use this        

machine. Keep away from children. 
 
 

¶ Emergency Stop (Dead Stop) is located on the front bottom right of 

machine. Push in when you need to shut off power quickly.  Pull out 
to restore power but be certain to remove skate first! 

         

¶ Always be sure that your vacuum is operating properly and change 

filters regularly. This will ensure a clean and healthy breathing       
environment. 

 
 

¶ Turn Power off   before changing grinding wheel or dresser          

diamond. 
 
 

¶ Do not attempt to sharpen any other item other than a skate blade on 

this machine. 
 
 

¶ Do not use any grinding wheel that appears to be chipped or dam-

aged. This could result in serious injury. 
 
 
 
 
 

Contact Cag One for all your Pro Shop Supplies. 

IMPORTANT SAFEGUARDS    
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Contact Cag One for all your Pro Shop Supplies. 
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Do not operate with a damaged grinding wheel! 
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¶         Never  turn machine on with skate in holder. 

 

¶ Use only Cag recommended accessories. The use of improper 

consumables may cause injury or void warranty. 
 

¶ Keep work area clean and free of clutter to help avoid accidents. 

 

¶ Wear proper apparel. Do not wear necktieôs or loose clothing 

and/or jewelry that may get caught in moving parts.  
 

¶ Use only wheel hubs furnished with this sharpener. 

 

¶ Internal machine  service should only  be provided by a certified 

Cag technician to retain warranty and prevent serious injury. 
Contact information is provided at the back of this manual. 

 

¶ It is strongly recommended that you use a power bar with surge 

protection in case of a spike in current. 
 

¶ Replace damaged or worn power cord to avoid potential injury.  

You may find one at any computer supply store. The power cord 
used on a PC (North America ) is the same as used on the Profil-
er. 

 

¶ Make sure switch is in the off position before plugging in. 

 

¶ Turn power off while machine is not in use. 

 

¶ Keep work area clean. Cluttered area's invite accidents. 

 

¶  Do not  reach over the machine during operation. 

 

¶ All pro shops should contain a functioning fire extinguisher and a 

well stocked first-aid kit with eye rinse solution. 

Continued...  

Safety Is No Accident! 
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 (a)   QSP Shop Vacuum for quiet efficient dust suction. 
 (b)   Skate Blade Width Measurement Tool 
 (c)   ROH (Radius of Hollow Measurement Ruler) 
 (d)   Two Diamond Dressers 
 (e)   Servo Commander (Automatically turns vacuum on and off) 
 (f)    Two Honing Stones (Use to remove burrs after sharpening) 
 (g)   Various cartridges for sharpening, memory storage etc. 
 (h)   Two 60 grit grinding wheels (Specially balanced wheels)       
 (i)    Ultra Glide liquid for use after sharpening to reduce blade friction. 
 (j)    Skate Plate 
 (k)   Main power cord (Refer to getting started page) 
 (l)    DVD Cag Sharpening tutorial or go online @ www.cagone.com  
 (m)  Safety Glasses for use during sharpening  
 (n)   One Year parts and Labour warranty. 

a 
b 

c 
d 

e f 

h 

i 
j 

k l m 

We stock a full line of Pro Shop accessory items and equipment.  
Check out our website and call us toll free for great prices and 

quick service . 

www.cagone.com  

Included with the Profiler...  

n 
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 Subsystems  

  

Skate Holder:  The holder has a groove and a clamping device to   

hold the skate blade. Blades that are bent are 
straightened by the holder within the area that 
is clamped. The holder is dimensioned for 
blade widths ranging from 2.8mm (0.11 in.) to 
4.5mm (0.18 in). This range should easily ac-
commodate all Hockey, Figure and Goal skate 
blade widths. 

 

Dresser:              The dresser is made up of a folding arm with a   

diamond. At the rear of the dresser is a 
 selector dial which is set according to the 
width of the blade. 
 

 

 

 

 

Shot Guard:              The shot guard keeps the grinding wheel 

out of reach for safety concerns. The guard 
also helps contain sharpening dust and 
direct it to the vacuum input. If the guard is 
removed during operation the power supply 
to the sharpener is shut off. 
 

 

 

Keyboard:       These have separate function fields includingé 

 

¶  Countdown of grind passes for 

Profiling and Sharpening.             

¶  Setting the gliding service 

¶  Dressing the grind wheel 

¶  Indication of warning symbols 

¶  Indication of error codes 

 

 

Window 1 Window 2 Window 3 
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1   Before setting up your Cag Profiler it is important to check the box for any 
signs of damage. All claims must be reported to the shipper. Save the box 
and packing material. If you run into any machine problems that cannot be 
fixed by contacting us over the phone we can arrange shipment to our 
facility. Keeping your packing material and transport screws will ensure 
your machines safe transport. Be sure that you have a sturdy  level work 
bench or shelf to place the machine on. The shop vac will normally be 
placed under the table but can however be placed away from the machine 
if a longer hose and extension is used.Two 110/115 V outlets will be 
required or 1 power bar plugged into a grounded outlet.  

     
 

  
 
3.  Once the transport screws have been removed 
place the machine back into itôs regular upright position.  

       

 5.  Once you are sure the wheel and diamond are in place the next step is to 
hook up the vacuum and plug in the AC. For this process you will require  
the Auto-Vac (Servo-Commander) / Power cord / and Vacuum. 

 
 

Setting Up Your Profiler  

 

 4.  Check to be sure that both the grinding wheel and 

dresser diamond are installed on the machine. In 
most circumstances Profilers are shipped with both in 
place. If however either the wheel or diamond is not 
installed please read installation instructions in this 
manual before proceeding further. 

 

 Note: Check grinding wheel for any cracks or chips that may have 
          occurred during shipping. Operating this machine with a        
          damaged wheel may cause serious injury. 

2. (IMPORTANT)  After carefully unpacking, place 
the Profiler onto the table and gently tilt the 
machine onto itôs back so that you may remove 
the transport screws with the metal ruler 
provided.  

    The ruler is Usually located in the skate clamp 
when shipped and must be removed before 
turning machine on.You may also use a 7mm 
nut driver for screw removal. 

Servo Commander Power Cord Shop Vac 


